Roma Traditional Oven
RIF.COD.T

FEATURES UM 2 110

Height of the cooktop cm 10
Door width cm 54
Total weight (standard finish) Kg 1600
Pizza Capacity nr. 5-6

Minimum flue dimensions: @20 cm

DIMENSIONS UM g 110

A - Depth cm 155
B - Width cm 150
C - Height cm 200
D cm 120
E cm 10
F cm 98
G cm 105

Headband foot overhang cm 5

GAS DATA UM 2 1o
Thermal power kw 34
LPG consumption kg/h 2,681
Methane Consumption m3/h 3,598
Flue gas temperature °c 200
Draft pascal 12 pa
Gas connection inches 1/2
Type of construction Al-BlIBS
Energy Consumption W 100

CAPACITY

g 110

AVAILABLE SHAPES
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Forno a legna prefabbricato - Prefabbricated wwod-burning oven
Vorgefertigter Steinofen
Distanza minima del materiale combustibile - Minimun distance from the combustible Contatto
material - Mindestdistanz des Brennmaterials Contact
Kontakt
Emissione di CO prodotta in combustione - CO emission produced during combustion "
Ausstrahlung von in der Verbrennug produziertem CO 0,48%
Temperatura del fumo di combustione - Combustion fume temperature - Temperatur des
Brennrauches 305°C
Uscita termica utile (riscaldamento) - Thermic outletused (heating) - Nutzlicher
Waérmeaustritt (Helzung) 11,5 Kw
Efficenza dell'energia - Energy efficiency - Leistungsféhigkeit der Energie 0073
,7%
Tipo di combustibile - Fuel typer - Brennstofftyp Legno in pezzi
Wood logs
Holz in stucke
CO** (mg/Nm?) Polveri** - Powders** - Puder** (mg/Nm?)
5848 248
Leggere e seguire le istruzioni del manuale d'uso - Follow the manual instruction - Gebrauchsanweisungen im
Handbuch iesen und befoigen
non utilizzare I'apparecchio su canna fumaria multipla - Don’t use the equipment on multiple flue - Das Gerat nicht
mit vielflatigem Rauchfang gebrauchen
Usare solo combustibili raccomandati - Use only recommended fuels - Nur empfohienen Brennstoff gebrauchen
L'apparecchio & idoneo alla combustione intermittente - The equipment is suitable for discontinuos combustion - Des
Gerat ist fur intermittierende Verbrennung geeignet
** valori corretti al 10% di O,
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