CONTRACT LINE

Scheda Tecnica / Data Sheet

Professional

Quando la qualita non pesa

Un ombrellone studiato appositamente per garantire robustezza ed
affidabilita con pesi davvero contenuti. Progettato e realizzato per un
utilizzo professionale risulta facilmente rimovibile e pratico da riporre a
magazzino. Il sistema di apertura e semplice e affidabile grazie ad una
carrucola nautica con sistema di bloccaggio rapido.

When quality is not a burden

A parasol specifically studied to ensure sturdiness and reliability, with
truly reduced weights. Designed and built for professional use, it is
easy to move and practical to store. The opening system is simple and
reliable thanks to a nautical pulley with quick locking system.




PROFESSIONAL



PROFESSIONAL



PROFESSIONAL



DI SERIE

PROFESSIONAL

Palo centrale
Central pole

Bulloneria Acciaio Inox
Stainless Steel Bolts

Snodi in Nylon
Nylon joints

Telaio in lega di
alluminio 6005 ad alta
tenacita / High-tenacity
6005 aluminum alloy

Sistema sgancio rapido
delle stecche (EASY CLICK)
Quick ribs uncoupling
system (EASY CLICK)

Collano in nylon, inox,
alluminio verniciato

Cuciture impermeabili
protette ~-WATER SAFE
Protected waterproof
seams - WATER SAFE

Fodero di custodia
Premium in PVC
Premium PVC storage case

Camino morbido
Soft bellow
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Collar in nylon, stainless
steel, painted aluminum

Apertura con carrucola nautica inox- carbonio e sistema di
bloccaggio (EASY BLOCK) / Opening with stainless steel-carbon
pulley and locking system (EASY BLOCK)

Con o senza balza
perimetrale / With or
whitout perimetrical
flounce
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BASI

Da interrare

Da appoggio .g Per fissaggio [nterrare
To be burie

Support base To be fixed
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ACCESSORI
LED Riscaldatori Pareti laterali
% LED System VAR Heaters Side walls
% Grondaie NI4| ~rrlicazione logo PROFESSIONAL
" Gutters ’g‘ Logo application ‘ TELESCOPICO per
QM chiusura sopra i tavoli

Telescopic system for
closing above the tables
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200 x 200 250 x 250 300 x 300

350 x 350

200 x 200 D*
400 x 400 250 x 200 300 x 200
300 x 200 D* 300 x 250 300 x 250 D* 350 x 200 D*

350 x 250

400 x 300
* Disassato 30/50 cm / Offset 30/50 cm

350 x 250 D* 350 x 300 400 x 250
450 x 250 450 x 300




